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Independent Target System (ITS)
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The Independent Target System (ITS) is used to provide non-combat vehicles and targets such as
bridges and bunkers with a high-fidelity detection system which provides real-time casualty assess-
ment.  ITS components are a subset of the Combat Vehicle System and are designed for rapid attach-
ment. The system has an extensive built-in test capability, which eliminates the need for special field
test equipment and quickly informs the user of the operational status of the system.

If the ITS is ‘hit’ or ‘destroyed’ the participants are cued by a flashing strobe light.
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Features:

■ Supports

■ Kill

■ Near Miss

■ Hit, Not Killed

■ Mobility Kill

■ Selectable Pk Tables to Represent Vulnerabilities of 32 Different Vehicles /Structures

■ 32 Pk Tables Stored in EPROM (Factory Programmed)

■ 32 Pk Tables Stored in RAM (User Programmable)

■ Cheating Is Detected and Logged as an Event

■ KSI Adapter Kit Fits Most Military and Commercial Vehicles

■ Standard Detector Array Fits All Vehicles

■ ITS Components:

■ Control Unit Assembly

■ Power Controller Assembly

■ KSI Assembly

■ Detector Array

The Control Unit, KSI and Power Controller are identical to those used on combat vehicles, thereby reducing logistics costs.

Specifications:

Battery: 24 V Rechargeable. Provides up to 100 hours operation per charge;

Battery life > 6 Years

Tested and Qualified to
MIL-STD 810E environment:

Temperature: -18°C to 49°C Operational (plus 1120 W/m2 solar heating)

-33°C to 70° Storage

Immersion: 1 meter depth for 1 hour

Functional Shock: 40 Gs, 11 m sec.

Vibration: Ground Mobile, Method 514.4

Humidity: Operational: 5 to 95 % RH

Salt Fog: 672 hours aluminum; 167 hours steel

EMI: RE102-10 kHz to 2 MHz- 20 V/meter and 2 MHz to 18 GHz 50 V/meter CE102, CS101

Transit/Storage Case: Rugged, high-impact polyethylene, stackable, ATA Specification 300
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